
The Blue Diamond® Standard & Heavy Duty Rock Bucket/Grapple uses 3/8" steel with the tines spaced at 3" 
apart. This very popular bucket can be used for sifting or raking and is available with dual grapples for holding 
your load. Works well as a land plane, skimming off high spots with the leading edge and smoothing the loose 
soil with the rear crossbar. The drop down inside keeps rocks from sliding out.

FEATURES INCLUDE
• Laser-cut cutting edge gussets on tips of tines
• 3" spacing between tines
• 3 styles of grapples available
• Works great as a land plane and for light clearing

ROCK BUCKET GRAPPLE
STANDARD, HEAVY AND SEVERE DUTY
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PART 
NUMBER MODEL WEIGHT

108319 60” Rock Bucket, W/Standard Grapple 582 lbs

108325 66” Rock Bucket,  W/Standard Grapple 608 lbs

108340 72” Rock Bucket,  W/Standard Grapple 633 lbs

108330 66” Rock Bucket, W/Heavy Duty Grapple 689 lbs

108345 72” Rock Bucket, W/Heavy Duty Grapple 740 lbs

108362 78” Rock Bucket, W/Heavy Duty Grapple 775 lbs

108380 84” Rock Bucket, W/Heavy Duty Grapple 787 lbs

108450 72” Rock Bucket, Severe Duty W/Grapple 1,096 lbs

108455 78” Rock Bucket, Severe Duty W/Grapple 1,142 lbs

108460 84” Rock Bucket, Severe Duty W/Grapple 1,194 lbs

HEAVY DUTY SEVERE DUTYSTANDARD DUTY

Universal skid steer, Euro-Ag/Global, or JD 400/500 mounts available for Standard & Heavy 
Duty Rock Grapple Buckets. Standard Duty - For machines up to 1,500 lb lift capacity, Heavy 
Duty - Max 50 HP or 2,500 lbs capacity, Severe Duty - 50+ HP.
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